SIEMENS

SINAMICS DCM $iE%R

Data sheet for SINAMICS DCM

T8 5

6RA8090-6GS22-0AA0

Article No. :
BRITES: Mms
Client order no. : Item no. :
AIFITRS HiEs
Order no. : Consignment no. :
|INS - e :
Offer no. : Project :
R
Remarks :
BE IR BHIE
Rated data Search values
228 TEAR REIRE
Armature Type of construction Built-in unit
JEREN = NTE 5
FERNLE 575V AR E 600V
Rated supply voltage armature Rated voltage armature
BNE B FE FAENE BB
Rated DC voltage 690V Rated armature current 1,100 A
RNEHIN IR RNTE R EB I
Rated input current armature 913 A Rated excitation voltage 320V
BN BRI E7E Nt FR IR
Rated Dé current 1,100 A Rated excitation current 40 A
i SERERRAITBE 0%
Field Max. overvoltage of the AC line supply
Gl FIHEESET 1Q (i) aR 1,000 m
Field power unit Field power unit 1Q (standard) Installation altitude
RN A ;‘cuza’#
FERNEBE REAFRE 40°C
Rated supply voltage field 2AC 480V Coolant temperature
BEERER = 2 RIRES
Rated DC current 40 A Mode of operation Two-quadrant operation
TonEs PNEER DC I £ (ANialbf TIEHI)
Converter Load class Class DC I (uninterrupted duty)
TR 2 RIRET
Mode of operation Two-quadrant operation
BEDNER 759 kW
Rated power
TEERBATHNERE 4 000w
Power loss '
e 00
Degree of protection
Ny
ik 1,000 m

Installation altitude

R (8 x&ExF)
Dimensions (H x W x D)

LA
Weight approx.

785 x 268 x 435 mm

78 kg

ERRAEY, BABTEM | HHEBNSIET e E AR !

Technical data are subject to change! There may be discrepancies between calculated and rating plate values.
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